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*8. Backlight

*5. Operating Temp

*6. Storage Temp

*7. Driver IC

*4. Operating Voltage

*2. Viewing Diretion

*1. LCD Display Type
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Pin_SIGNAL

*为防止LCD产生图像残留，在使用常黑面板时不要长时间显示固定图案。如果LCD需要显示固定图案，建议时间少于 2 分钟或者更短的时间内刷新显示内容一次或多次。
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TFT/Transmissive/Normally Black/16.7M Color

Full View(U80/D80/R80/L80)

Video MIPI 4L

IOVCC=1.8V,VCI=2.8V (Typ)

-20°C~70°C

12 LEDs/6 series 2 parallel

ST7703

-30°C~80°C

*3. Interface

Vf=16.8~19.2V,If=40mA
 Constant current test 

*9. LCM Brightness 650 2cd/m V2(Typ)
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TFT-H035A8VGIST6N30KA

 (Bend reference) Contact Side

PI Stiffener

K A

74.50±0.2<Outline>

62.40±
0.2<Outline>±

0.2

2.37±0.2

K A

70.08<TFT A/A>

52.56<TFT A/A>
2.31

2.21

TFT 3.5"

DOTS:640*3RGB*480

Full View(80/80/80/80)

单层区域

单层区域

9.25±
0.5

301

23.05±0.515.50±0.1

P0.5*29=14.500.500,30±0.05
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V2：更新模组亮度

U1
C6C5C4

C3

C2 C1

元件区域
限高1.6mm

0.70

8.90

21.319.00

U1
C6 C5 C4

C3

C2C1

*In order to prevent the LCD from producing image retention,do not display a fixed pattern for a long time when using a normally black panel.If the
LCD needs to display a fixed pattern, it is recommended to refresh the display one or more times in less than 2 minutes or less.
强烈建议使用黑色图像或移动图像作为屏幕保护程序。It is strongly recommended to use a black image or moving image as a screen saver

http://www.hotlcd.com

